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COMPANY

PROFILE

Jiang Xi HongJun environmental protection technology co., LTD. Is a
company specializing in the production of CNC low—pressure foil coiling
machine, high—pressure foil coiling machine, transformer coil winding
machine, horizontal winding machine, vacuum drying equipment,

transformer transformer oil vacuum equipment, vacuum coating, hot air

circulation drying oven, clean equipment, mold shrinkage, mould, jig
transformer, current transformer manufacturers.

Is a collection of research and development, production, sales, export
trade in one of the high—tech enterprises, with a workshop of 3500 square
meters, more than 50 professional and technical personnel, engineers
more than 10 people, technical consultants 3 people, 2 professors. Utility
model patents, invention patents. And can design special machine
according to customer's technical requirements.

Jiangxi Hongjun has 15 years of experience in transformer equipment
production, design and manufacturing, the company has cooperation with
Japan Tamura, Europe Tamura, Japan Toshiba, Japan Hitachi, Taiwan
Sanjiang, India ESE, India SSE, Siemens, ABB, China TBEa Electric,
China Chint Electrical appliances, China Delicixi and other enterprise
cooperation units.
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l. Equipment usage

CNC single-layer foil winding machine, special production equipment mainly used for winding
low voltage foil winding coils for dry type and oil transformer.

Il. Equipment Composition:
1.Unwinding and deskewing device 1 set,2. Feeding device 1 set,3. Deburring device 1 set,4.
Dust removal device 1 set, 5. Deskewing sensing device 1 set, 6. Scissors device 1 set,7.
Layer insulating device 2 sets, 8. Layer insulating cutting device 1 set,9. End insulating device
1 set, 10. Welding device 1 set,11.Winding device 1 set, 12.Coiling pressurising Winding
device 1 set, 13.Electric control system 1 set.

CNC SINGLE LAYER FOIL WINDING MACHINE p p

No. Main Parameters BRJ-1600-1 BRJ-1400-1 BRJ-1200-1 BRJ-1000-1 BRJ-800-1 BRJ-600-1 BRJ-400-1
1 Axial length 1600mm 1400mm 1200mm 1000mm 800mm 600mm 400mm
2 Winding spools 70*70 70*70 70*70 70*70 60*60 60*60 50*50
2.1 Winding speed 0-24r/min 0-24r/min 0-24r/min 0-24r/min 0-24r/min 0-24r/min 0-24r/min
2.2 Winding power 18.5KW 15KW 15KW T1KW T1KW T1KW 7.5KW
3 unwinder 1 set 1 set 1 set 1 set 1 set 1 set 1 set
3.1 Uncoiler tension 12000Nm 10000Nm 8000Nm 7000Nm 6000Nm 4500Nm 4500Nm
32 U”°°"i{rai’;':a”3i°” 460-520mm | 460-520mm | 460-520mm | 460-520mm | 460-520mm | 460-520mm | 460-520mm
copper foil: 2.0 [ copper foil: 2.0 | copper foil: 2.0 | copper foil: 2.0 | copper foil: 2.0 | copper foil: 2.0 | copper foil: 2.0
4 Foil thickness (mm) Aluminum foil: [ Aluminum foil: | Aluminum foil: | Aluminum foil: | Aluminum foil: [ Aluminum foil: | Aluminum foil:
24 24 2.4 24 2.4 24 24
5 Correction accuracy +0.5mm +0.5mm +0.5mm +0.5mm +0.5mm +0.5mm +0.5mm
6 rolling shear 1 set 1 set 1 set 1 set 1 set 7 7
6.1 Shear length 1600mm 1400mm 1200mm 1000mm 800mm 600mm 400mm
7 Layer insulating device 2 set 2 set 2 set 2 set 2 set 2 set 2 set
71 Layer insulation width 1650mm 1450mm 1250mm 1050mm 850mm 650mm 450mm
8 Welding mode TIG TIG TIG TIG TIG TIG TIG
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l. Equipment usage

CNC Double Layer Foil Winding Machine, special production equipment mainly used for

winding low voltage foil wound coils for dry type and oil transformer.

Il. Equipment Composition:

Unwinding guiding device 2 sets,2. Feeding device 2 sets,3. Deburring device 2 sets,4.
Dust removal device 2 sets,5. Deskewing sensing device 2 sets,6. Scissors device 2 sets,7.
Layer insulating device 2 sets,8. Layer insulating cutting device 1 set,9. End insulating device
1 set,10. Welding device 1 set,11. Winding device 1 set,12. Coiling pressurising Winding

1.

device 1 set,13.Electric control system 1 set.

CNC DOUBLE LAYER FOIL WINDING MACHINE p p

No. Main Parameters BRJ-1600-2 BRJ-1400-2 BRJ-1200-2 BRJ-1000-2 BRJ-800-2 BRJ-600-2 BRJ-400-2
1 Axial length 1600mm 1400mm 1200mm 1000mm 800mm 600mm 400mm
2 Winding spools 70*70 70*70 70*70 70*70 60*60 60*60 50*50
2.1 Winding speed 0-24r/min 0-24r/min 0-24r/min 0-24r/min 0-24r/min 0-24r/min 0-24r/min
2.2 Winding power 37KW 30KW 22KW 18.5KW 18KW 15KW T1KW
23 unwinder 2 set 2 set 2 set 2 set 2 set 2 set 2 set
3 Uncoiler tension 12000Nm*2 10000Nm*2 8000NmM*2 7000Nm*2 6000Nm*2 4500Nm*2 4500Nm*2
3.1 | Uncoiler Expansion Range | 460-520mm 460-520mm 460-520mm 460-520mm 460-520mm 460-520mm 460-520mm
copper foil: 2.0 | copper foil: 2.0 [ copper foil: 2.0 | copper foil: 2.0 | copper foil: 2.0 | copper foil: 2.0 | copper foil: 2.0
4 Foil thickness(mm) Aluminum foil: | Aluminum foil: | Aluminum foil: [ Aluminum foil: | Aluminum foil: | Aluminum foil: | Aluminum foil:
24 24 24 24 24 24 24
5 Correction accuracy +0.5 +0.5 +0.5 +0.5 +0.5 +0.5 +0.5
6 rolling shear 2 set 2 set 2 set 2 set 2 set 7o 7o
6.1 Shear length 1600mm 1400mm 1200mm 1000mm 800mm 600mm 400mm
7 Layer insulating device 2 set 2 set 2 set 2 set 2 set 2 set 2 set
71 Layer insulation width 1650mm 1450mm 1250mm 1050mm 850mm 650mm 450mm
8 Welding mode TIG TIG TIG TIG TIG TIG TIG
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CNCSINGLE LAYER COMBINED FOIL WIRE INTEGRATED MACHINE } }

l. Equipment usage

CNC combined single—-layer foil-wire integrated machine, mainly used for winding oil—
immersed transformer coils, low—voltage foil-winding high—voltage automatic line. The

special production equipment.

Il. Equipment Composition:

1. Unwinding and correcting device 1 set, 2. Feeding device 1 set, 3. Deburring device 1 set, 4.
Dust removal device 1 set, 5. Correcting sensing device 1 set, 6. Scissors device 1 set, 7.
Layer insulating device 2 sets, 8. Layer insulating cutting device 1 set, 9. End-layer insulating
device device 1 set, 10. Welding device 1 set, 11. Coil winding device 1 set, 12. Coil winding

Pressurising device 1 set, 13.High—voltage automatic wire arrangement 1 set, 14.High-
voltage wire release frame 1 set, 15.Electric control system 1 set.
No. Main Parameters BRJ-1400-1 BRJ-1200-1 BRJ-1000-1 BRJ-800-1 BRJ-600-1 BRJ-400-1
1 Axial length 1400mm 1200mm 1000mm 800mm 600mm 400mm
2 Winding spools 70*70 70*70 70*70 60*60 60*60 50*50
21 Winding speed 0-24r/mir1 0-24r/mir\ 0-24r/min 0-24r/min 0»24r/mir1 0-24r/mi‘n
0-240r/min 0-240r/min 0-240r/min 0-240r/min 0-240r/min 0-240r/min
22 Winding power 15KW 15KW 11KW 11KW 11KW 7.5KwW
3 unwinder 1 set 1 set 1 set 1 set 1 set 1 set
3.1 Uncoiler tension 10000Nm 8000NmM 7000Nm 6000NmM 4500Nm 4500Nm
3.2 Uncoiler Expansion Range 460-520mm 460-520mm 460-520mm 460-520mm 460-520mm 460-520mm
copper foil: 2.0 copper foil: 2.0 copper foil: 2.0 copper foil: 2.0 copper foil: 2.0 copper foil: 2.0
4 Foil thickness (mm)
Aluminum foil: 2.4 Aluminum foil: 2.4 Aluminum foil: 2.4 Aluminum foil: 2.4 Aluminum foil: 2.4 Aluminum foil: 2.4
5 Correction accuracy +0.5 +0.5 +0.5 +0.5 +0.5 +0.5
6 rolling shear 1 set 1 set 1 set 1 set I 7%
6.1 Shear length 1400mm 1200mm 1000mm 800mm 600mm 400mm
7 Layer insulating device 2 set 2 set 2 set 2 set 2 set 2 set
71 Layer insulation width 1450mm 1250mm 1050mm 850mm 650mm 450mm
8 Welding mode TIG TIG TIG TIG TIG TIG
9 wiring device 1 set 1 set 1 set 1 set 1 set 1 set
9.1 wiring width 1400mm 1200mm 1000mm 800mm 600mm 400mm
10 Pay-off stand 1 set 1 set 1 set 1 set 1 set 1 set
10.1 Tension 100N 100N 100N 100N 100N 100N
11 Flat wire size 6x15 6x15 6x15 6x15 6x15 6x15
11.1 Round wire size ®0.3 xP4.0 ®0.3 x®4.0 ®0.3 xD4.0 ®0.3 xP4.0 0.3 xP4.0 ®0.3 xD4.0
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CNC DOUBLE LAYER COMBINED FOIL WIRE INTEGRATED MACHINE } }

l. Equipment usage

CNC combined double layer foil wire integrated machine, mainly used for winding oil—

immersed transformer coils, low—voltage foil winding high—voltage automatic wire of special
production equipment.

Il. Equipment composition:

1.Unwinding and correcting device 2 set,2.Feeding device 2 set,3.Deburring device 2
set,4.Dust removal device 2 set,5. Deskewing sensing device 2 set,6. Scissors device 2 set,7.
Layer insulating device 2 sets,8. Layer insulating cutting device 1 set,9. End insulating device
1 set,10. Welding device 1 set,11. Winding device 1 set,12.High—-voltage automatic wire

arrangement device 2 set,13.High—voltage wire release frame 2 set,14.Electric control system
1 set.

No. Main Parameters BRJ-1200-2 BRJ-1000-2 BRJ-800-2 BRJ-600-2 BRJ-400-2
1 Axial length 1200mm 1000mm 800mm 600mm 400mm
2 Winding spools 70*70 70*70 60*60 60*60 50*50
L 0-24r/min 0-24r/min 0-24r/min 0-24r/min 0-24r/min
21 Winding speed - = = - -
0-240r/min 0-240r/min 0-240r/min 0-240r/min 0-240r/min
2.2 Winding power 22KW 18.5KW 15KW 15KW 11KW
3 unwinder 2 set 2 set 2 set 2 set 2 set
3.1 Uncoiler tension 8000NmM*2 7000Nm*2 6000NmM*2 4500Nm*2 4000NmM*2
32 Uncoiler Expansion Range 460-520mm 460-520mm 460-520mm 460-520mm 460-520mm
o copper foil: 2.0 copper foil: 2.0 copper foil: 2.0 copper foil: 2.0 copper foil: 2.0
4 Foil thickness (mm) = = - = = = - = 2 =
Aluminum foil: 2.4 Aluminum foil: 2.4 Aluminum foil: 2.4 Aluminum foil: 2.4 Aluminum foil: 2.4
5 Correction accuracy +0.5 +0.5 +0.5 +0.5 +0.5
6 rolling shear 2 set 2 set 2 set I I
6.1 Shear length 1200mm 1000mm 800mm 600mm 400mm
7 Layer insulating device 2 set 2 set 2 set 2 set 2 set
71 Layer insulation width 1250mm 1050mm 850mm 650mm 450mm
8 Welding mode TIG TIG TIG TIG TIG
9 wiring device 1 set 1 set 1 set 1 set 1 set
9.1 wiring width 1200mm 1000mm 800mm 600mm 400mm
10 Pay-off stand 1 set 1 set 1 set 1 set 1 set
10.1 Tension 100N 100N 100N 100N 100N
11 Flat wire size 6x15 6x15 6x15 6x15 6x15
11.1 Round wire size ®0.3xP4.0 ®0.3xP4.0 ®0.3xP4.0 ®0.3xD4.0 P0.3xP4.0
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DOUBLE SERVO CLAMPING FOIL WINDING MACHINE p )

l. Equipment usage
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l. Equipment usage

HIGH VOLTAGE AUTOMATIC WIRE ROW MACHINE p p

Twin servo synchronised double—layer foil winding machine for clamped reactor foil winding
machines.

Il. Equipment Composition:

1.Unwinding and deskewing device 2 sets, 2. Feeding device 2 sets, 3. Deburring device 2
sets, 4. Dust removal device 2 sets, 5.Deskewing sensing device 2 sets, 6.Scissors device 2
sets, 7.Layer insulating device 2 sets, 8.Layer insulating cutting device 1 set, 9.End insulating
device 1 set, 10. Welding device 1 set, 11.Dual servo synchronous winding device 1

High—-voltage automatic coil winding machine.
For small and medium sized oil transformers, high voltage coil manufacturing.

Il. Equipment Composition:
1.winding device 1 set; 2.automatic wire arrangement device 1 set; 3.layer insulating device 2
sets ; 4.adjustable tension pay—off frame for round wire and flat wire 1 set; 5. control device 1

set12.Electric control system 1 set.

No. Main Parameters BRJ-1000-2 BRJ-800-2 BRJ-600-2 BRJ-400-2
1 Effective width of rack 50~1050mm 50-850mm 50-650mm 50-450mm
2.1 Winding speed 0-30r/min 0-30r/min 0-30r/min 0-30r/min
2.2 Winding power Double servo/11KW*2 | Double servo/7.5KW*2 | Double servo/6KW*2 Double servo/5KW*2
2.3 unwinder 2 set 2 set 2 set 2 set
3 Uncoiler tension 7000Nm*2 6000Nm*2 4500Nm*2 4000Nm*2
3.1 Uncoiler Expansion Range 460-520mm 460-520mm 460-520mm 460-520mm
copper foil: 2.0 copper foil: 2.0 copper foil: 2.0 copper foil: 2.0
4 Foil thickness (mm)
Aluminum foil: 2.4 Aluminum foil: 2.4 Aluminum foil: 2.4 Aluminum foil: 2.4
5 Correction accuracy +0.5 +0.5 +0.5 +0.5
6 rolling shear 2 set 2 set 7 7
6.1 Shear length 1000mm 800mm 600mm 400mm
7 Layer insulating device 2 set 2 set 2 set 2 set
7.1 Layer insulation width 1050mm 850mm 650mm 450mm
8 Welding mode TIG TIG TIG TIG

set.

No Main Parameters ZBR-1200 ZBR-1000 ZBR-800 ZBR-600
1 Axial length 1200mm 1000mm 800mm 600mm
2 Spindle centre height 850mm 850mm 850mm 850mm
3 Winding spools 40*40 40*40 40*40 40*40
4 Winding speed 0~240r/min 0~240r/min 0~240r/min 0~240r/min
5 Winding power 7.5KW 5.5KW 5.5KW 4KW
6 Layer insulating device 2 sets 2 sets 2 sets 2 sets
7 Layer insulation width 1250mm 1050mm 850mm 650mm
8 Round Wire Size ®0.3 ~®4.0 ®0.3 ~®4.0 ®0.3 ~®4.0 ®0.3 ~®4.0
9 Flat wire size 6*15 6*15 6*15 6*15
10 count 99999.9 99999.9 99999.9 99999.9
11 Pay-off stand device 1 set 1 set 1 set 1 set
12 | Motorised Pay-off stand tension 100N 100N 100N 100N
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] HIGH AND LOW PRESSURE WINDING MACHINE p p B TRIPLEHIGH VOLTAGE DISPENSER P p

. Equipment usage

High and low voltage winding machines, For making transformer's, high voltage coils and low
voltage coils.

l. Equipment usage

Triple High Voltage Winding Machine, special equipment for winding three high voltage coils at
the same time.

Il. Equipment Composition:
1. Winding speed reducer 1 set, 2. Winding tailstock 1 set, 3. Winding square shaft with
connecting flange 1 set,4.Motorised Pay—off stand 1 set,5.Electric control system 1 set,

Il. Equipment Composition:

1. winding machine 1 set, 2. lifting auxiliary device 1 set, 3.automatic wire arrangement
device 3 sets, 4.interlayerinsulating device 3 sets,

5.round and flat wire tension—adjustable Pay-off stand 3 sets, 6. control system 1 set.

No. Main Parameters 5T 3T 2T 1.5T 1T No. Main Parameters ZBR-600-3 ZBR-500-3
1 Winding width 2000mm 1800mm 1450mm 1450mm 1450mm 1 Axial length 2400mm 2000mm
2 Winding spools 60*60 40*40 40*40 40*40 40*40 2 Winding spools el saeEy

0/60r/min | 0/60r/min | 0/60r/min | 0-60 r/min 3 Winding speed 0~240r/min 0~240r/min
3 Winding speed 0~45 r/min : : : : 4 Winding power 7.5KW 7.5KW
0~240r/min 0~240r/min 0~240r/min 0~240r/min

5 Tension 1600N 1600N
4 Tension 6000N 3000N 2000N 1400N 1000N

6 Layer insulating device 3 sets 3 sets
5 Central hight 1200mm 1000mm 850mm 850mm 850mm

7 Layer insulation width 650mm 550mm
6 Winding power TTKW 7.5KW 5.5KW 4KW 3KW

8 Round Wire Size 0.6-4.0 0.6-4.0
7 count 99999.9 99999.9 99999.9 99999.9 99999.9

9 Flat wire size 6x15 6x15
8 Pay-off stand device 1 set 1 set 1 set 1 set 1 set

10 Pay-off stand device 3 sets 3 sets

Motorised Pay-
9 100N 100N 100N 100N 100N )
off stand 11 Motorised Pay-off stand 100N 100N
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I VACUUM DRYING OILING EQUIPMENT

I vACUUM DRYING EQUIPMENT

mn SILICON STEEL SHEET TWO SHEARS AND ONE >)
PUNCH CROSS SHEAR LINE 300/400

Size:®3m x 3.5m Size:3mx2.5mx4.5m

Bl eroxY RESIN POURING EQUIPMENT | ELECTRIC CIRCULATION OVEN

mn SILICON STEEL SHEET TWO-SHEAR TWO-PUNCH >)
CROSS SHEAR LINE 300/400

Size:®3m x3.5m Size:2mx2m x 3m

B | VERTICAL WINDING MACHINE AMORPHOUS BODY ASSEMBLY STATION

Size:5T/10T/15T/20T/25T Size:1T/2T/3T/5T/8T/10T
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] HJ-50T/100T HYDRAULIC FORMING MACHINE p )

- HJ-100N-2/100N-4/100N-6 - HJ-100N-1/HJ-100N-2
PNEUMATIC SHELVES

ELECTRIC PAY-OFF STAND

] PRODUCTION LINE p p
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